
RADIO CORPORATION OF AMERICA 

Electron Tube Division Harrison, H. J. 


DATA 

1-63 























6CN7 


Basing Designation for BOTTOM VIEW.9EN 

Pin 1-Diode-No.2 /r\ Pin 4-Heater 

P^ate Pin 5-Heater 

Pin 2-Diode-No. 1 Pin 6 “Triode 

Plate (gYcrn .J^TRVt) Cathode 

Pin 3 - Cathode of 1 Pin 7-Triode Grid 

Diodes No.l /'J'lfijr aq ) P' n B-Triode Plate 

& No.2, Pin 9-Heater Tap 

Internal (TV——^fq) 

Shield ^ ^ 

TRIODE UNIT — AMPLIFIER — Class Aj 

Maximum Ratings, Design-Maximum Values: 

PLATE VOLTAGE. 330 max. vol ts 

GRID VOLTAGE: 

Positive-bias value. 0 max. volts 

PLATE DISSIPATION. 1.1 max. watts 


Typical Operation as Resistance-Coupled Amplifier: 

See RESISTANCE-COUPLED AMPLIFIER CHART No. 7 
at front of this section 


DIODE UNITS — Two 

Values are for Each Unit 


Maximum Ratings, Design-Maximum Values: 

PLATE CURRENT.. 

. 5.5 max. 

ma 

Characteristics, Instantaneous Value: 

Plate Current for plate volts = 5 . . . , 

. 20 

ma 


At heater amperes = 0.600. 
k At heater amperes = 0.300. 
c At heater volts = 6.3 

The dc component must not exceed 100 volts. 
® Without external shield. 


CURVES 

For Triode shown under Type 6T8A also apply to the 6CH7 
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